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TT series are the speakers suitable for top club, villa, high-grade KTV. The appearance design is novel, use multilateral type asymmetric acoustic technology, match with Italy senior professional units,

can be turned into different situations use the requirements to meet the needs of the advanced configuration. The cabinet use good quality plywood, horn rotary design.




Foshan Tagnngqy Studio System Co.,Ltd.

http://www.masu-pro.com

SETEE:

TT-12 &5, SHE, AHM, REBE
90 ° x50 ° WA EEE, BN HARASIRERE
MEEERMR, AHEAIAEERBR. SEME
RIBFTER,. ASEE, PIEE, BXMREHEN

—RKEmo

B4 EESE Electrical performance parameter

PROFESSIONAL SPEAKER

ZEFFn45tE Structure and characteristics
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Pressure sensitivity(1 watt.1 m) 100.dB SPL Connectors 2 Pcs 4 -hole PA-COM plugs
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BAELEFELR 126 dB SPL ?a%iiﬁ%%ce standard coloar is TwinkLing golden,
Maximum continuous sound pressure level 6 layer flash gold,glaze lacquer Covers
B EE 1.5 -
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Input impedance 8 ohm ‘ Dimensions (WxDxH) 375mm x 360mm x 582mm
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° ° i 234, 23k
WA (HXV) -6dB AF: 90° EH: 50 °, weight 2T 23kg
Coverage Angle (HxV) -6dB Horizontal: 90 ° Vertical: 50 °
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Rated output power 500 W
U fEH H Th =R
Peak output power 1000 W
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Woofer Size
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High Frequency Driver Size

1x 12 inch RCF precision woofer transducer
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1x1.75 inch B&C precision high frequency driver
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Structural Features:
TT-12% is a multi-purpose and 2 ways
speaker, the system covering 90 ° x

50 ° voice range, the speaker

system to provide excellent sound
reduction effect, especially can meet point for this speaker.
the natural request, smooth sound

and intermediate frequency

is full-bodied, this is a major bright







